NCW - DIGITAL

D\/31¥1 HEVC RECEIVER AV YINRIER

Comes with large simplified

REMOTE CONTROL FOR SENIORS

4 PROGRAMMABLE
BUTTONS

2in1 Remote control, which learns the functions of
another remote control (TV set, Air conditioner,
Garage door, etc)

Unit size: 150 x 98 x 3émm, unit weight 220g
Gift box size: 194 x 177 x 54mm, weight 480g
Carton box: 20 units; 406 x 288 x 376mm

EAN Code: 4779049800174

Content of the gift box package:

Tuner Unit with Power cord; Remote Control Unit;
Senior Remote Control Unit; 4xAAA batteries;
User Manual

Certifications: CE, RoHS

NEW - DIGITAL

DVB-T2 H.265 (HEVC) settop box for FTA
(free-to-air) channels to be used for
terrestrial signal with 2 Remote control
Units (RCU) — Regular RCU and Senior RCU

Supports DVB-T/T2 MPEG-1/2/4
H.264/H.265(HEVC) Main10 standards

Advanced audio processor supporting
Dolby Digital and Dolby Digital Plus,
MPEG-1 layer 1/2/3

Media playback via the USB input
DVB subtitles and teletext support

www.newdigital.lt



CONNECTORS:

FRONT PANEL

/ NCW - DIGITAL DV3i# HEVC RECEIVER APEITDFININTICH

e N Controls STBY, Channel+; Channel-;
) p = Green/Red LED; LED Display; USB

)
-

REAR PANEL

HDMI; Scart; Coaxial; RF in;
Ethernet LAN connection

RF IN COAXIAL HDmI LAN TV SCART

MAIN TECHNICAL SPECIFICATIONS:
Tuner/Demodulator: HEVC Main10 DVB-T2
Supported Standards: EN 302755; EN 30074

Video Decoder: MPEG-1/2/4 Video
Decoder; H.265 Decoder; H.264 Decoder;
VC-1 Decoder

Video Resolution: SD, HD, FHD up to
1080p/60FPS

Audio Decoder: MPEG-1 layerl/Il, Dolby
downmix 2 channel (License), AAC LC,
HE-AAC V1/V2, PCM downmix, IEC958
SPDIF

Power: 220V-240V AC, 50-60Hz, power
consumption less than 1W in standby

Manufacturer reserves the right to change the technical specifications mode
and configuration without prior notice
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